
No. W016  TAJIMA NYLON-COATED STEEL LONG TAPE- Japan
 016-130-30   30m 10 x 0.44 1/10
 016-130-50   50m 10 x 0.44 1/10
 016-130-30100 30m/100ft 10 x 0.44 1/10
 016-130-50165 50m/165ft 10 x 0.44 1/10

No. W016  TAJIMA ENGINEER TEN STEEL LONG TAPE- Japan
 016-127-30100 30m/100ft 13 x 0.23 1/10
 016-127-50165 50m/165ft 13 x 0.23 1/10
 016-127-100 100m 13 x 0.23 1/5

No. W016  TAJIMA ENGINEER POCKET STEEL LONG TAPE- Japan
 016-125-1033 10m/33ft  10 x 0.18 4/40
 016-125-2066 20m/66ft  10 x 0.18 4/40
 016-125-30100   30m/100ft 10 x 0.18 4/40

No. W016  TAJIMA PVC COATED FIBERGLASS LONG TAPE- Japan

Stock No. Size
SYMRON-S

W x Thickness
(mm)

Box/Ctn
(Blister) Unit Price (pc)

 016-120-1033 10m/33ft 13 x 0.52 4/32
 016-120-2066 20m/66ft 13 x 0.52 4/24
 016-120-30100   30m/100ft 13 x 0.52 4/16
 016-120-50165   50m/165ft 13 x 0.52 1/10

SYMRON-R (Bulk)
 016-121-2066 20m/66ft 13 x 0.52 4/12
 016-121-30100   30m/100ft 13 x 0.52 4/12
 016-121-50165   50m/165ft 13 x 0.52 4/12
 016-121-100330 100m/330ft 13 x 0.52 1/5
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SYMRON-S ABS plastic case
(Fig. 2)

These fiberglass tapes are electrically non-conductive and feature a transparent PVC coating, this 
special coating makes the tapes over 100 times resistant to wear than those without such coating. 
JIS first grade standard in metric graduation.

SYMRON-R ABS plastic case
(Fig. 2)

ENGINEER POCKET
(Fig. 2)

ENGINEER SUPER
(Fig. 2)

ENGINEER SUPER w/ABS plastic case

Nylon-coated steel, resistant to water and chemicals, for construction and surveying use, JIS first 
grade standard in metric graduation. Engineer Super has 50N standard tension.

ENGINEER TEN
(Fig. 2)

ABS plastic case, acrylic-coated steel tape, JIS first grade standard in metric graduation. 30m/66ft 
and 50m/165ft have 50N standard tension, 100m has 100N standard tension.

TYPES OF ZERO POINTS

ABS plastic case, acrylic-coated steel tape, JIS first grade standard in metric graduation, standard 
tension 20N.

No. W016  TAJIMA ADHESIVE SHORT STEEL TAPE (FLAT TYPE)
FOR PIT MEASURE- Japan

Stock No. Item Size W x Thickness
(mm) Box/Ctn Unit Price (pc)

 016-110-01 PIT-10 1m 13 x 0.3 10/80
 016-110-02 PIT-20 2m 13 x 0.3 10/80
 016-110-05 PIT-50 5m 13 x 0.3 10/80

PIT-10, 20, 50

JIS first grade adhesive steel tape. It can be cut by scissor to fit the length depending on usage. By 
removing the adhesive paper on the reverse side, it sticks on bar (to form a unique length 
measuring pole), desks, drafting boards, counters and work benches.
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