
Stock No. Item *Max Flow *Pond Size Hose Ø
(mm)

Fish 
Stock UVC Dimension (mm)

(Length x Width x Ht) Box Unit Price (pc)

 018-530-1383  1383 1500 Lph   3000 Ltr 20 - 25 High   5W 265 x 270 x 320   2
 018-530-1384  1384 2500 Lph   5500 Ltr 20 - 25 High   9W 265 x 270 x 370   2
 018-530-1385  1385 4000 Lph   8000 Ltr 20 - 25 High 11W 265 x 270 x 470   2
 018-530-1386  1386 6000 Lph 12000 Ltr 25 - 40 High 13W 360 x 360 x 480   1

 Spares
 018-530-1387  1387  Annual Service Kit for 1383 (UVC Lamp & Foam)   4
 018-530-1388  1388  Annual Service Kit for 1384 (UVC Lamp & Foam)   4
 018-530-1389  1389  Annual Service Kit for 1385 (UVC Lamp & Foam)   4
 018-530-1399  1399  Annual Service Kit for 1386 (UVC Lamp & Foam)   4
 018-530-1397  1397  Foam for 1383, 1384, 1385   1
 018-530-1398  1398  Foam for 1386   1
 018-530-1519  1519  5W UVC Lamp 10
 018-530-1520  1520  9W UVC Lamp 10
 018-530-1521  1521  11W UVC Lamp 10
 018-530-1525  1525  13W UVC Lamp 10

GARDEN TOOLS & PRODUCTS

316

- Employs coarse foam, UVC and Kaldness K3TM Biomedia.
- Has UVC viewing point to check if UVC light is operating.
- * For hot climate under direct sunlight, filter capacity needs to increase by 60%. 
     For shallow water (under 0.75m), increase capacity by further 25%.

Stock No. Item *Max Flow *Pond Size Hose Ø
(mm) Fish Stock Dimension (mm)

(Length x Width x Ht) Box Unit Price (pc)

 018-540-1565  1565 6800 Lph 12500 Ltr 40 Very High 750 x 550 x 480 1
 018-540-1566  1566 9000 Lph 20000 Ltr 40 Very High 950 x 580 x 550 1

 Spares
 018-540-1569  1569  Foam for 1565 (3pcs set) 1
 018-540-1570  1570  Foam for 1566 (3pcs set) 1

- Employs fine foam, Kaldness K3TM and regular Biomedia.
- Bottom drain available for flushing sludge.
- Compact size with high performance.
- * For hot climate under direct sunlight, filter capacity needs to increase by 60%. 
     For shallow water (under 0.75m), increase capacity by further 25%.
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